


Type

Viewing Area [mm]
Brightness [cd/m2]
Aspect Ratio
Contrast Ratio

Viewing Angle

Horizontal
Vertical Frequency [Hz]
Maximum Resolution

On Screen Display

Signal Input

Power Requirements

Power Consumption [w]
Temperature (operating) [°C]
Ambient Humidity
(operating) [%]

Weight [Kg] Inc: PSU

Dimensions [mm]
(W x HxD)

Protective Glass
(without touchscreen)

Touch Screen Options

Approval
Warranty [years]

Options

DEFENDER

DEFENDER 31

12.1” (31.0cm)
TFT

246.0 x 184.5
400

4:3

500:1

130° Horizontal/
110° Vertical

30 - 61
50 - 75
800 x 600 @ 75Hz

Power, menu, select,
up, down

Standard: 15 pin D-type.

12VDC

Supplied with external
110VAC - 240VAC
PSU

40
0 to 50

10 to 80
(Non-condensing)
TBC

MC: 328 x 265 x 68.9
RM: 482.6 x 266.7 x 70.7
PM: 390 x 318 x 70.7

Standard: 3mm thick
Anti-reflective

Optional: Laminated glass
glass or polycarbonate

Resistive, Capacitive or
Surface wave USB
or Serial Controller

CE
3 RTB

24/48VDC power input,
Customised versions

DEFENDER 38
15.0” (38.0cm)

TFT

304.1 x 228.1

300

4:3

800:1

140° Horizontal/
140° Vertical

30 - 61
50 - 75
1024 x 768 @ 75Hz

Power, menu, select,
up, down

Standard: 15 pin D-type.

12VDC

Supplied with external
110VAC - 240VAC
PSU

40
0 to 50

10 to 80
(Non-condensing)
MC: 5.6 / RM/PM: 7.0

MC: 359 x 299 x 68.9
RM: 482.6 x 310 x 70.7
PM: 420 x 340 x 70.7

Standard: 3mm thick
Anti-reflective

Optional: Laminated glass
glass or polycarbonate

Resistive, Capacitive or
Surface wave USB
or Serial Controller

CE
3 RTB

24/48VDC power input,
High brightness/wide viewing
angle panel, Customised
versions

o | > Tough > Durable > Versatile

DEFENDER 43

17.0” (43.0cm)
TFT

337.9 x 270.3
250

4:3

1000:1

160° Horizontal/
160° Vertical

30 - 80
50 - 75
1280 x 1024 @ 75Hz

Power, menu, select,
up, down

Standard: 15 pin D-type.

12VDC

Supplied with external
110VAC - 240VAC
PSU

50

0 to 50

10 to 80
(Non-condensing)
MC: 7.0 / RM/PM: 9.0

MC: 384 x 338 x 68.9
RM: 482.6 x 355 x 70.7
PM: 475 x 405 x 70.7

Standard: 3mm thick
Anti-reflective

Optional: Laminated glass
glass or polycarbonate

Resistive, Capacitive or
Surface wave USB
or Serial Controller

CE
3 RTB

24/48VDC power input,
High brightness/wide viewing
angle panel, Customised
versions

DEFENDER 48
19.0” (48.0cm)

TFT

376.6 x 301.0

250

4:3

800:1

170° Horizontal/
160° Vertical

30 - 80
50-75
1280 x 1024 @ 75Hz

Power, menu, select,
select, down

Standard: 15 pin D-type.

12VDC

Supplied with external
110VAC - 240VAC
PSU

60

0 to 50

10 to 80
(Non-condensing)

MC: 8.0 / RM/PM: 9.5

MC: 424 x 367 x 68.9
RM: 482.6 x 400 x 70.7
PM: 500 x 417 x 70.7

Standard: 3mm thick
Anti-reflective

Optional: Laminated glass
glass or polycarbonate

Resistive or Capacitive
USB or Serial Controller

CE
3 RTB

24/48VDC power input,
High brightness/wide viewing
angle panel, Customised
versions
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